EXISTING CONDITIONS:
- PARTIAL WEST & SOUTH ELEVATION

EXISTING CONDITIONS:
- SOUTH ELEVATION

EXISTING CONDITIONS:
- PARTIAL EAST & SOUTH ELEVATION

REMOVAL DETAIL
- COLUMN

PROPOSED MATERIALS
- CONCRETE MOLDING: LUMBER SHALL BE PRESSURE TREATED
- FLOOR FINISH: 2 1/4" P.T. @ 1/4" C.C.
- BLOCKING: 2 1/4" P.T.
- FINISH CLADDING: 3 1/4" X 2 1/4" CLEAR VERTICAL GRAIN T.G. DOUGLAS FIR WITH BACK REPTILE AND SQUARE EDGES
- EXISTING MATERIALS: CAICORAL STONE PRODUCTS 'BROCKENSTONE JAPAN' (MT) FINISHED TO MATCH EXISTING BROCKENSTONE FINISH
- RAINWATER LEADERS: ALUMINUM TO MATCH EXISTING FINISH AND PROFILE. NEW RAZ 4 RAINBOW BLOCK AT EACH LOCATION ALONG PORCH.

PARTIAL DEMOLITION PLAN

Scale: nts

Date: June 14, 2017

Style of Building: Gothic Revival

Remodeled: 1840

Location: Middlefield, CT

Wildwood Lane

202 Washington Street

City of Middlefield, Connecticut Department of Planning, Conservation, and Development