1. NEW SANITARY PIPING SHALL BE PVC PIPE. PIPE SIZE SHALL BE AS REQ.'D BY THE PLUMBING CODE.
2. NEW HOT & COLD WATER SUPPLY LINE SHALL BE PEX TUBING.
3. PROVIDE SHUT-OFF VALVES TO WATER SUPPLY LINES @ BSMT. LEVEL.
4. PROVIDE VALVE STOPS @ TOILET & SINK. SUPPLY LINES & ANGLE STOPS - PROVIDE P-TRAP & SUPPLY LINE INSUL. KIT BY TRUEBRO LAVGUARD 2 E-Z SERIES.
5. EXIST. TOILET SHALL BE RELOCATED TO NEW LOCATION - PROVIDE ADA TOILET SEAT.
6. EXIST. RADIATOR SHALL BE RELOCATED TO NEW LOCATION.
7. SINK SHALL BE "AMERICAN STANDARD" ESTATE UNDER MOUNT SINK #0484.00 - COLOR WHITE - SUPPLY SINK P-TRAP & HOT/COLD WATER.
8. SINK FAUCET SHALL BE "DELTA" CASSIDY SERIES #797LF.

NOTES:
1. DOOR SHALL BE 3" SAN.
2. REUSE EXIST. HDWR.
3. FIXTURE TYPE 'A' SHALL BE:
   a. MANUF. : FEISS
   b. MODEL #FM22BS/PN-LA : 2-LIGHT INDOOR FLUSH MOUNT

ELECTRICAL NOTES:
1. ALL ELEC. WORK SHALL COMPLY W/ THE MOST CURRENT VERSION OF THE ELECTRICAL CODE.
2. COORDINATE ELEC. WORK W/ W.U. FACILITIES DEPT. & W.U. ELEC. STANDARDS:
   a. MODEL #V52190ZSN-LA: 2-LIGHT VANITY
   b. MODEL #V52190ZSN-LA: 2-LIGHT VANITY

ADA EMER. CALL FOR AID PULL CORD & SIGNAL SHALL BE W.U. STANDARD.

DUCT THROUGH WALL AND INTERIOR ROUND GRILLE

GENERAL NOTES:
1. ALL WALLS TO BE FULL HEIGHT, U.O.N. EXCEPT AS NOTED.
2. 16" O/C STUDS @ 8" G.W.B.
3. G.W.B. SHALL EXTEND THE FULL HEIGHT OF WALL, U.O.N.
4. 2" WOOD BLOCKING.
5. ALL WALLS TO BE PLASTER.
6. PARTITION TYPES:
   A. CEMENT BD.
   B. MARBLE THRESHOLD (FABRICATED USING EXIST. MARBLE PARTITION)
   C. VENEER PLASTER
   D. CEMENT BOARD
   E. CEMENT BOARD
   F. CEMENT BOARD
6. EXHAUST FAN SHALL BE "FANTECH" MODEL RVF 4 OR EQUAL - PROVIDE DUCT THROUGH WALL AND INTERIOR ROUND GRILLE.

BASEMENT FLOOR KEY PLAN