1. @## INSTALL STAINLESS STEEL SINK, SHOWER, AND WATER FILTERS. INSTALL NEW PIPING TO ACCOMMODATE THE SINK INSTALLATION AT THE NEW LOCATION.

2. INSTALL A RECEPTACLE FOR ELECTRIC RANGE. PROVIDE NEW HOSE AND CONNECT TO RAINFT FOR NEW WATER TANK TO THE NEW LOCATION.

3. INSTALL NEW LAMINATE COUNTERTOPS. PROVIDE ALL PREVIOUSLY FAINTED INSTRUCTIONS.

4. INSTALL NEW HIGH-WALL APPLIANCES (MICROWAVE, OVEN, AND RANGE). PROVIDE ALL PREVIOUSLY FAINTED INSTRUCTIONS.

5. INSTALL NEW HIGH-WALL APPLIANCES (MICROWAVE, OVEN, AND RANGE). PROVIDE ALL PREVIOUSLY FAINTED INSTRUCTIONS.

6. INSTALL NEW HIGH-WALL APPLIANCES (MICROWAVE, OVEN, AND RANGE). PROVIDE ALL PREVIOUSLY FAINTED INSTRUCTIONS.

7. INSTALL NEW HIGH-WALL APPLIANCES (MICROWAVE, OVEN, AND RANGE). PROVIDE ALL PREVIOUSLY FAINTED INSTRUCTIONS.
34 Fountain Avenue
2nd Floor Plan Proposed

Installation:
1. Review drawing shown on page with respect to electrical, gas, and water connections. Ensure that all required connections are in place.
2. Secure all connections to structural components and ensure the connections are secure and stable.
3. Secure all electrical and gas connections to structural components and ensure the connections are secure and stable.
4. Secure all water connections to structural components and ensure the connections are secure and stable.
5. Ensure all electrical, gas, and water connections are properly labeled and documented.
6. Ensure all electrical, gas, and water connections are properly tested and certified.
7. Ensure all electrical, gas, and water connections are properly maintained and cleaned.
8. Ensure all electrical, gas, and water connections are properly insulated and protected.
9. Ensure all electrical, gas, and water connections are properly sealed and secured.
10. Ensure all electrical, gas, and water connections are properly painted and painted with a durable material.

Note:
- All electrical, gas, and water connections must be properly insulated and protected.
- All electrical, gas, and water connections must be properly labeled and documented.
- All electrical, gas, and water connections must be properly tested and certified.
- All electrical, gas, and water connections must be properly maintained and cleaned.
- All electrical, gas, and water connections must be properly insulated and protected.
- All electrical, gas, and water connections must be properly sealed and secured.
- All electrical, gas, and water connections must be properly painted and painted with a durable material.

34 Fountain Avenue
Interior Renovations

Bellefonte University
NOTE: REFERENCE PROJECT MANUAL DATED 01/04/13 FOR THE BALANCE OF PROJECT REQUIREMENTS (THIS NOTE APPLIES TO ALL PHOTO SHEETS).

34 Fountain Ave
Interior Renovation
SECTION 00020 - EXISTING CONDITION PHOTOS
34 Fountain Ave
Interior Renovation
SECTION 00020 - EXISTING CONDITION PHOTOS
MAJOR MAINTENANCE FY 14

34 Fountain Ave
Interior Renovation
SECTION 00020 - EXISTING CONDITION PHOTOS