DRAWINGS ARE FOR INFORMATIONAL PURPOSES ONLY. THIS LOCATION MUST BE FIELD MEASURED FOR SPRINKLER INSTALLATION. THIS LOCATION MUST BE FIELD VERIFIED FOR FIRE ALARM DEVICE LOCATIONS.

1. ALL WOODFRAMES ARE FULLY FURNISHED. CONTRACTORS ARE RESPONSIBLE TO PROVIDE PROTECTION OF EXISTING FURNISHES. IF FURNITURE IS TO BE MOVED TO PERFORM THE WORK, CONTRACTOR SHALL RETURN FURNITURE TO ITS RESPECTIVE ROOM AND LOCATION.

2. CONTRACTOR IS TO REMOVE ALL EXISTING SMOKE DETECTORS, WIRING, WIREMOLD. REFERENCE DEMOCLUSION SPECIFICATION.

3. WHERE SURFACE MOUNTED ITEMS ARE REMOVED, CONTRACTOR IS REQUIRED TO PATCH, PREP AND PAINT THE DISTURBED AREA.

4. SPRINKLER CONTRACTOR SHALL PROVIDE 8" LOW VOLTAGE ELECTRIC BELL ON THE EXTERIOR OF HOUSE AT ALL SPRINKLER INSTALLATIONS. BELL SHALL BE MOUNTED ANSI WIRING BY ELECTRICIAN. EXTERIOR LOCATION TO BE COORDINATED WITH OWNER.

5. SPRINKLER CONTRACTOR SHALL PROVIDE SBLASH BLOCK AT GRADE BELOW INSPECTOR'S TEST CONNECTION DISCHARGE PIPE.

6. SYSTEM CARBON MONOXIDE DETECTORS SHALL BE INSTALLED IN BASEMENT, FIRST FLOOR, SECOND FLOOR AND THIRD FLOOR LEVELS.

7. ALL TRADES TO REFERENCE SCOPE FOR DESCRIPTION OF WORK BY THE RESPECTIVE TRADE.