**FINISH SCHEDULE**

1. **General Notes:**
   - All GCR shall be abuse resistant and moisture resistant type Gypsum Wallboard equal to USG FIBERROCK "AQUA TOUGH".
   - All GWB shall be abuse resistant and moisture resistant type GYPsUM WallBoard equal to USG FIBERROCK "AQUA-TOUGH".
   - Provide CG keyway on all connections in metal framing.
   - Pipe Insulation shall be 7/8" 22 ga. metal studs w/plaster finish.

2. **Wall Finishes:**
   - Clay Tile and Plaster Wall - Ext GWB with plaster finish (extend to 6" above suspended ceiling)
   - 5/8" Gypsum Tile Backer Unit (extend to 6" above suspended ceiling).
   - 1 1/2" = 1'-0" Existing Clay Tile Wall with Plaster Finish.

3. **Ceiling Finish:**
   - All Suspended Ceilings shall be USG "Sheetrock Brand Lay-In Ceiling Panel - Clima Plus" Vinyl Coated or Equal.
   - Ceiling Suspension System shall be USG "DONN DX / DXL" or Equal.

4. **Flooring:**
   - All GWB shall be abuse resistant and moisture resistant type Gypsum Wallboard equal to USG FIBERROCK "AQUA-TOUGH".
   - Vinyl flooring shall be ARMSTRONG "MEDINTONE" .080" thick - color Deep Gray H8302.
   - Vinyl wall base shall be Armstrong .6" high - color Jet Black #60.
   - New GFI outlet.
   - New Connection.
   - Hand Soap Dispenser, New connections.
   - Concealed Hand Soap Dispenser.

5. **Hardware Notes:**
   - Set #1: 1 Kickplate - K1050 - B4E - 606.
   - Set #2: 1 Soap Dispenser.

6. **NOTES:**
   - Coordinator shall coordinate all connections.
   - Provide FF & EI / machinery for all connections.
   - Provide demountable dust sheet barriers as required to contain dust.
   - Coordinate work with Wesleyan hours of operation.

**TOILET ROOM ACCESSORIES**

- **Ventilation:**
  - Provide fire safining insulation & sealant around pipe, conduit, & duct.

- **Paint:**
  - Paint shall be selected by the owner.

- **General Notes:**
  - General and all subcontractors shall be responsible for securing individual trade permits.
  - The area during the demolition and construction.
  - Provide fire safining insulation & sealant around pipe, conduit, & duct.
  - Provide fire safining insulation & sealant around pipe, conduit, & duct.
  - Provide fire safining insulation & sealant around pipe, conduit, & duct.

**GENERAL NOTES:**

- **Sheet Protection:**
  - Erect dust barriers as necessary to isolate construction area.

- **Closers - LCN:**
  - Provide fire safining insulation & sealant around pipe, conduit, & duct.

- **Pipe Insulation:**
  - Pipe insulation shall be 7/8" 22 ga. metal studs w/plaster finish.

- **Paint:**
  - Paint shall be selected by the owner.

- **Hardware Notes:**
  - Set #1: 1 Kickplate - K1050 - B4E - 606.
  - Set #2: 1 Soap Dispenser.